SHEET 1 OF 1 |

— o0 —

32.00
X T [1.260in] T "]
22.00%:59 24.50
. fo = [.965 in] ™ A
.866 1933 in] 1/0 VERTICAL
i T /_ COLOR: WHITE
L
PANEL CUTOUT 1 25.00 O/
PANEL THICKNESS ) CIRCUIT: DPST [.984 in] =
0.75-1.25 30.0 OFF - ON
1.25-2.00 30.2 l \
2.00 - 3.00 30.5
A FULL ILLUMINATION
A | SWITCH FUNCTION AMBER
POS.1 | POS. 2
19.00
POS. 2 [.748 in]
OFF oN . 1 POS. 1
BODY COLOR:
| ) + C Fl
NOTE: L |—|é° U } f
1. DIMENSIONS IN MM [INCH] ® o 17.00 2.00
2. GENERAL TOLERANCE: X.X = + 0.4 vor oymoecnes ||| 669 in] [.079 in]
XXX = +0.25 e ecrs .00
3. TERMINAL NUMBERS FOR REF ONLY | - AeE e ___ ¥ [1102in] ——
4. CONTACT MATERIAL: SILVER . ?1.70
5. CONTACT RATINGS: 16A @ 125/250VAC [cURus] [.067 in]
20A @ 125/250VAC [cURus] L 2 1)
1/3HP 125/250VAC T105 [cURus]
3/4HP 125/250VAC T105 [CURUS] 10.50
16(4)A 250V~ 1E4 T125/55 [VDE, ENEC] 80+ .30 [.413 in] e
10(2)A 250V~ 5E4 T125/55 [VDE, ENEC] [.031+.012in] [.248 in]
16(8)A 250V~ 1E4 T125/55 [VDE, ENEC] ' ' '
6. CONTACT RESISTANCE: 20mS MAX. INITIAL 11.00
7. INSULATION RESISTANCE: 100MQ MIN. @ 500VDC [.433in] | 10.80
8. DIELECTRIC STRENGTH: 1,000VAC FOR 1 MINUTE [.425in]
9. ELECTRICAL LIFE: 6,000 CYCLES [cURus] < 27.00 |
10. OPERATING TEMPERATURE: -20°C TO 55°C [cURus] [1.063in]

11. ADENOTES CRITICAL PARAMETER
12. 2002/95/EC (ROHS) COMPLIANT
13. ILLUMINATION: NEON LAMP

A 14, ILLUMINATION VOLTAGE: 250V
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